ADBLUE® EQUIPMENT

ADBLUE® ACCESSORIES

Universal pump bracket, allows fixing a pump onto a 205 litre drum or to a 1000 litre
IBC container. Complete with carrying handle and drop pocket.

UNIVERSAL BRACKET FOR 205 LITRE DRUM ‘

360137 - UNIVERSAL PUMP BRACKET

r CSC QUICK COUPLING

CSC quick coupling for AdBlue®/DEF for use with IBCs and 205 litre drums. @ 19mm
hose barb connection

560901 - CSC QUICK COUPLING

MANUAL NOZZLE FOR ADBLUE®

AdBlue®/DEF thermoplastic manual nozzle. Approximate delivery: up to 90
litre/min. Range of connections available.

361001.370 - @ 19MM INLET HOSE BARB
361002.370 - @ 25MM INLET HOSE BARB
361003.370 - 1" BSP (F) INLET THREAD

AUTOMATIC NOZZLE FOR ADBLUE®

AdBlue®/DEF automatic nozzle. Approximate delivery: up to 45 litre/min. @ 199mm inlet
hose barb connection. Available in stainless steel or stainless steel/polypropylene.

569000 - AUTOMATIC NOZZLE - STAINLESS STEEL
569001 - AUTOMATIC NOZZLE - STAINLESS STEEL & POLYPROPYLENE

IN-LINE ADBLUE® METERS

Oval gear meter for use as in-line meters. Manufactured in PVC, AISI 316 stainless steel,
acetal and Viton® for low pressure dispense of AdBlue®/DEF, windscreen wash and
antifreeze solutions. They can be wall mounted in the fluid line or at the pump outlet.

366010 - LOW PRESSURE IN-LINE ADBLUE® METER
366020 - MEDIUM PRESSURE IN-LINE ADBLUE® METER
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