WASTE OIL EQUIPMENT

SPECIALITY DRAINERS

Unit incorporates a low profile pivoting bowl for gravity collection from motorbikes or service
lifts. When the unit is connected to a compressed air supply the waste oil is automatically
discharged through an open-end 1.5 metre hose. 35 litre capacity.

437310 - MOTORCYCLE WASTE OIL DRAINER
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PIT ROLLING DRAINER

Rolling drainer for being installed between pit rails with min/max width of 1040

mm/1450 mm. 95 litre capacity. Unit includes anti-splash grid, four vertical and four

horizontal rollers for easy rolling and a 1-1/4" outlet with ball valve. The unit allows the

connection of a hydraulic connector for discharging once full, with a discharge pump kit. i w -
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439100 - PIT ROLLING DRAINER - 95 LITRE CAPACITY

LOW LEVEL MOBILE DRAINERS

Low level mobile drainer for gravity collection of waste oil. Recommended to use
when a lift or service pit is not available. Gravity discharge through a drain valve
or using an evacuation pump through a dry-break hydraulic connector (not
included).

435000 - LOW LEVEL DRAINER - 20 LITRE
436000 - LOW LEVEL DRAINER - 95 LITRE

ANTIFREEZE RECOVERY UNIT

Low level waste drainer equipped with a DF50 diaphragm pump. Allows draining the
antifreeze when a pit or lift is not available. Thanks to the diaphragm pump and the
delivery gun it is possible to recycle the antifreeze.

436100 - ANTIFREEZE RECOVERY UNIT - 95 LITRE
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