WASTE OIL EQUIPMENT

WASTE OIL DRAIN UNITS
E GRAVITY COLLECTION WITH PRESSURE
' DISCHARGE
w Discharge is done through a 1.5 metre hose pressurising the unit.
w3
- m 372400 - 100 LITRE GRAVITY WASTE OIL DRAINER - PRESSURE DISCHARGE
m I 373400 - 70 LITRE GRAVITY WASTE OIL DRAINER - PRESSURE DISCHARGE

GRAVITY COLLECTION WITH PUMP DISCHARGE A"

Discharge is done through a 1:1 pressure ratio pneumatic piston pump attached to the '
back of the unit reservoir and a 1.5 metre hose with hydraulic type coupler. ! ‘
372200 - 100 LITRE GRAVITY WASTE OIL DRAINER - PUMP DISCHARGE : el ;_;*’
373200 - 70 LITRE GRAVITY WASTE OIL DRAINER - PUMP DISCHARGE "”1

l’ﬁ

. GRAVITY COLLECTION WITH REMOTE PUMP
@== DISCHARGE

Discharge is done by connecting the unit to a wall mounted discharge pump kit through a
ml hydraulic coupler located at the bottom of the reservoir.

l 372300 - 100 LITRE GRAVITY WASTE OIL DRAINER - REMOTE PUMP DISCHARGE
373300 - 70 LITRE GRAVITY WASTE OIL DRAINER - REMOTE PUMP DISCHARGE
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